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DEARBORN

Henry Ford Estate

6 PO

Master Signage Program

MJNIVERSITY OF MICHIGAN-DEARBORN

The Pantone Matching System®, Matthews
Paint system, and 3M™ vinyls system are
used for specifying signage panel color

C matches. (In the absence

Corbin Design of sign material color chip reference sets,

109 East Front 304 actual color swatches should be referenced

Traverse City, MI 49684 for color matching.)
231 947.1236
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Shown here are approximations of the paint
and vinyl colors to be used in this signage
program.

Actual paint color finishes on signage are to
be matte or low luster (not shiny or glossy)
and exclusively a premium acrylic
polyurethane.

Signage paints produced by Matthews Paint
Company are to be the standard reference.

Font substitutions are not acceptable. It is
recommended that the fabricator purchase
these fonts.
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Other possible Main Campus messaging orientations depending on
direction:

UM-DEARBORN
MAIN CAMPUS

RIGHT ARROW

r

r ~ -

UM-DEARBORN
MAIN CAMPUS

S -

AHEAD ARROW

Messaging orientations for Fairlane Center Campus:

UM-DEARBORN

FAIRLANE CTR

RIGHT ARROW

I ~ ~

UM-DEARBORN
FAIRLANE CTR

S

LEFT ARROW

| oo |

6"
cap height
21"

7 5/8"
arrow height

P B
3/4" thick radius rule —
per MDOT MUTCD standards

Messaging shown for Main Campus

——

70"
clearance

Note:

Fabrication details shown
are recommendations.
Fabricator to assure
compliance with MDOT
MUTCD standards for

Tourist Oriented Directional
Signs (TODS) in their
manufacture.

PLEASE SEE THE APPROVED SIGN LOCATION PLAN
FOR FURTHER LOCATION AND MESSAGING
INFORMATION FOR EACH SIGN.

Sign panel to be 1/8" thick aluminum plate.
All edges and surfaces are to be free of nicks, cuts,
burrs, or other machine markings.

Blue background field is reflective vinyl using
3M Scotchlite Reflective Graphic Film in Blue
per MDOT MUTCD standard.

White typography, radius rule, and arrow are
reflective vinyl using 3M Scotchlite Reflective
Graphic Film in White per MDOT MUTCD standards.
Font: ClearviewHighway 2-W.

4" square wood posts with breakaway holes
per MDOT MUTCD standards. See also
attachment detail, above right.

ATTACHMENT DETAIL

UNIVERSITY OF MICHIGAN-DEARBORN
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i\ & &i\ \\ &i\ Footing to be engineered and provided by Fabricator.
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SCALE: 1/2" = 1' (on a 11x17 sheet)
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Top View
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Block M logo graphic:

DEARBORN

Digital art for Block M logo graphic

to be provided by Designer.
Paint: Matthews Paint Maize
solid MP00053, gloss finish.
Paint "DEARBORN” letters
Matthews Paint White,

satin finish.
1'-2 1/2"
1" reveal ———
51/2" CH
4" CH
8'-10"
7'-6 1/2"

Block M Logo Rule Line

Acrylic dimensional push-through Block M
element (pushed 1/2" beyond header face,
see Top View) to glow Maize at night.

White acrylic is faced with Maize

translucent vinyl, returns painted with
opaque Matthews Paint Maize gloss finish.
“DEARBORN” letters are masked-and-sprayed

White and do not glow.

I DEARBORN

AN Central-———
Entrance

Next Right

UNIVERSITY OF MICHIGAN-DEARBORN
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Corbin Design

109 East Front 304
Traverse City, MI 49684
231 947.1236

SCALE: 1/2" = 1' (on a 11x17 sheet)

THIS SIGN IS TWO-SIDED
AND INTERNALLY-ILLUMINATED

Curved internally-illuminated
cabinet header (see Top View).
1/8" thick aluminum walls,
minimum. Painted with Matthews
Paint Dark Blue satin finish.

White acrylic push-through letters

and graphics, flush to cabinet

surface, to glow white at night.

Font: Helvetica Neue 77 Condensed Bold

Rectangular-shaped internally-
illuminated aluminum cabinet.
Fluorescent lamping.

1/8" thick cabinet walls minimum.
Fabricator to include hidden access
panel to ballasts and lamping for
changes/repairs.

Cabinet painted with Matthews Paint
Dark Blue satin finish.

Stone bed (1/2" round stone) rectangle-shaped surround

with metal landscape edging to protect sign from
lawn maintenance. Bed extends out 8" from sign face

on all sides. \"_0O]
=

Sides of header are not flat;
reveals allow brackets to fit into
wide channels.

Two custom-fabricated aluminum
brackets give the effect of
“pinching” the curved cabinet
header in place. See Elevation
and Top View drawings, this page,
for bracket details. Painted with
Matthews Paint Maize gloss finish.

Aluminum dimensional rule

element fits into reveal between header
and cabinet. Painted with Matthews
Paint Maize gloss finish.

Hydrel accent light fixture(s) (Model 4709
or similar) to lightly wash the sign faces
with a soft white light. Placement and
antity of fixtures to be determined by
Fabricator and lighting manufacturer.

Dark Blue

Maize White

Side Elevation

Footing to be engineered and provided by fabricator.
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Hydrel accent light fixture(s) (Model 4709
abricator and lighting manufacturer.

element fits into reveal between header
or similar) to lightly wash the sign faces
with a soft white light. Placement and

and cabinet. Painted with Matthews

Paint Maize gloss finish.
quantity of fixtures to be determined by

reveals allow brackets to fit into
wide channels. Reveals painted

and Top View drawings, this page,
for bracket details. Painted with
Matthews Paint Maize gloss finish.
Fieldstone base with limestone cap.
Fieldstone material to match entry
walls; see Sasaki Architects plan
spec.

Matthews Paint Dark Blue

satin finish.
“pinching” the curved cabinet

brackets give the effect of
header in place. See Elevation
Aluminum dimensional rule

Sides of header are not flat;
| —— Two custom-fabricated aluminum

-

2-g"

Side Elevation
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ILLUMINATED

2 1/4" reveal

nsional|rule

Font: Helvetica Neue 77 Condensed Bold

(Messaging variation:

“North Entrance”)
Footing to be engineered by fabricator.
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Fabricator to include hidden access
panel to ballasts and lamping for
Cabinet painted with Matthews Paint
Dark Blue satin finish.

White acrylic push-through letters,
changes/repairs.

flush to cabinet surface, to glow

white at night.
1/8" thick cabinet walls minimum.

cabinet header (see Top View).

1/8" thick aluminum walls,
minimum. Painted with Matthews
Paint Brushed Aluminum satin finish.
illuminated aluminum cabinet.

Fluorescent lamping.
lawn maintenance. Bed exte
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THIS SIGN IS TWO-SIDED
Rectangular-shaped internally-
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opaque Matthews Paint Dark:Blue satin finish.

see Top,)View),to glow/Dark:Blue at night.

White acrylic is faced,with Dark<Blue
translucent,vinyl, returns painted with
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opaque Matthews Paint Maize gloss finish.
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Campus Identifier,

Gateway
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Maize White Fieldstone Limestone

Brushed
Aluminum

Dark Blue

1' (on a 11x17 sheet)

SCALE: 1/2"

109 East Front 304
Traverse City, MI 49684

Corbin Design
231 947.1236
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UNIVERSITY OF MICHIGAN-DEARBORN
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SCALE: 1/2" = 1' (on a 11x17 sheet)

Dark Blue

Brushed
Aluminum

Maize

White

Fieldstone

Limestone
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Isometric View
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Custom-fabricated
brackets

UNIVERSITY OF MICHIGAN-DEARBORN
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109 East Front 304
Traverse City, MI 49684
231 947.1236

SCALE: Not to scale

Dark Blue

Brushed
Aluminum

Maize

White

Fieldstone

Limestone

Exploded View

06.16.06
01.23.07
04.13.07
09.18.07
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Final Submittal
Revised Final Submittal
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Area Clipping from Sign Location Plan

Option 1 (Corbin Recommends): UNIVERSITY OF MICHIGAN-DEARBORN Option 2: o

Center
Campus

A) Ix-2 Campus Identifier, Gateway A) Ix-1 Campus Identifier, Boundary Marker
sign at location 102. sign at location 102.

B) Remove bronze letters and seal Fairlane Center Campus B) Retrofit brick entry walls with aluminum
from brick entry walls. panel faces to more visibly identify the

campus entrance.

SCALE: NOT TO SCALE 06.12.06 for Cost Estimate .
- | | | | | | IA | 01.23.07  Revisions for review Optlons for
UNIVERSITY OF MICHIGAN-DEARBORN ok Blve inal Submitta ;
cofbif P! i " e Hmest 0 1007 | Revisod mmel Submittal Fairlane Center
Corbin Design Campus ID

109 East Front 304
Traverse City, MI 49684 =
231 947.1236 Sign 102




approx. 9'-6"

30"
43"
Silkscreened logotype in |
Matthews Paint Maize gloss finish —L
and White satin finish. 3
10"

8 3/4" CH

Photo of Existing Condition

THIS SIGN IS TWO-SIDED AND USES EXISTING BASE
AND EXISTING ELECTRICAL POWER SOURCE
FOR EXTERNAL ILLUMINATION

1/2" thick aluminum letters pin-mounted
1/2" from cabinet face, painted Matthews
Paint White satin finish on faces

and returns. Centered horizontally

on cabinet.

Font: Caslon Open Face Light

Rectangular-shaped internally-
illuminated aluminum cabinet to

be built and installed to replace
existing sign cabinet. Fabricator
responsible for surveying existing
onsite conditions and taking accurate
measurements. 1/8" thick walls
minimum. Painted with Matthews Paint
Dark Brown satin finish.

Stone bed (1/2" round stone) rectangle-
shaped surround with metal landscape
edging to protect sign from lawn
maintenance. Bed extends out 10" from

1" high x 3/4" deep dimensional
rule mounted flush to cabinet,
painted Matthews Paint Tan
satin finish.

Existing fieldstone base
and foundation to be reused.

Hydrel accent light fixture(s) (Model 4709
or similar) to lightly wash the sign faces
with a soft white light. Placement and
quantity of fixtures to be determined by
Fabricator and lighting manufacturer.

UNIVERSITY OF MICHIGAN-DEARBORN

corbin

Corbin Design

109 East Front 304
Traverse City, MI 49684
231 947.1236

Front Elevation

SCALE: 1/2" = 1' (on a 11x17 sheet)

Dark Brown

. Existing foundation

brick base on all sides.

06.12.06

| 11 |

01.23.07

White

Maize

Tan 04.13.07
09.18.07

Fieldstone

Side Elevation

for Cost Estimate
Revisions for review
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Revised Finsl Submitta Gateway,
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DEARBORN

Digital art for Block M logo graphic
to be provided by Designer.
Paint: Matthews Paint Maize
solid MP00053, gloss finish.

Block M Logo

For all messages, mind this 4 3/8"
righthand margin.

Paint "DEARBORN" letters
Matthews Paint White,
satin finish.

5!_8"

4" CH

&~
&«
&
-
-
()

Administration Bldg
Computer & Info Sci
Fairlane Ctr Campus
CASL

Henry Ford Estate
Visitor Parking P

Oval-shaped Concrete footing pad to grade

round extends 8" out fro ign

THIS SIGN HAS MESSAGING ON ONE OR TWO SIDES.

Asymmetrically-mounted sign

with message panel overlapping
one post on either side. Message
panel contains changeable message
strips with reflective vinyl graphics.

Curved sign header.

1/8" thick aluminum walls,
minimum. Painted with Matthews
Paint Brushed Aluminum satin finish.

Aluminum dimensional rule

element fits into reveal between header
and cabinet. Painted with Matthews
Paint Maize gloss finish.

Rectangular-shaped internally-
illuminated aluminum cabinet with
changeable message strips.

1/8" thick walls minimum.

Painted with Matthews Paint

Dark Blue satin finish.

White engineer-grade reflective vinyl
letters and arrows.
Font: Helvetica Neue 77 Condensed Bold

Maize engineer-grade reflective vinyl
rules (except upper-most rule; see
spec above).

White engineer-grade reflective vinyl
[P] Parking symbol, 5 3/4" diameter.

Two 5" diameter round posts,
painted with Matthews Paint Pewter
Metallic satin finish.

Concrete footing pad

8"

Sides of header are not flat;

isometric view:

reveals allow brackets to fit into

wide channels.

Two custom-fabricated aluminum

brackets give the effect of

“pinching” the curved cabinet
header in place. Painted with

Matthews Paint Maize gloss finish.

For all messages,
mind this 2" righthand margin.

Rules extend to righthand margin.

The back sides of some Gx-1 signs
are blank, so one large panel can
be built in. The sign should be
constructed such that it would be
possible to easily change in
separate message strips in the
future, should they become
necessary on the back side.

UNIVERSITY OF MICHIGAN-DEARBORN

cotbin

Corbin Design

109 East Front 304
Traverse City, MI 49684
231 947.1236

SCALE: 1/2" = 1' (on a 11x17 sheet)

Side Elevation
Footing to be engineered and provided by fabricator.

Dark Blue Brushed

Aluminum

Pewter

Maize

White

06.12.06
01.23.07
04.13.07
09.18.07

Reverse Elevation

for Cost Estimate
Revisions for review
Final Submittal
Revised Final Submittal

Vehicular Guide,
Large

Gx-1 @9
This sign type located on
and northeast of Richard Dr.

(main vehicular corridor)



DEARBORN

Digital art for Block M logo graphic
to be provided by Designer.

Paint: Matthews Paint Maize

solid MP00053, gloss finish.

Paint "DEARBORN" letters
Matthews Paint White,

satin finish.
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For all messages and rules,
mind this 3 1/2" righthand margin.

4'-9"

Center arrows horizontally with Block M logo.

7 1/4" top message strip—

1 5/8" from bottom of message strip to its copy base
Center arrows and symbols vertically with c

3 1/4'

6 1/2" message strips —

line ——
py:
CH

Administration Bldg
Admissions @
Henry Ford Estate
Visitor Parking (P

Oval-shaped Concrete footing pad to grade;
surround extends 8" out from sign footprint.

Curved sign header. 1/8" thick aluminum walls,
minimum. Painted with Matthews Paint Brushed Aluminum
metallic MP18073, satin finish.

Aluminum dimensional rule element fits into reveal between
header and cabinet. Painted with Matthews Paint Maize
solid MP00053, gloss finish.

Rectangular-shaped internally-illuminated aluminum cabinet. ‘ ‘
1/8" thick walls minimum. Paint with Matthews Paint | ||
Dark Blue metallic MP22008, satin finish.

3M Scotchlite Engineer-grade Reflective Sheeting in White
for letters and arrows.
Font: Helvetica Neue 77 Condensed Bold

White engineer-grade reflective vinyl [P] Parking symbol,
4 7/8" diameter.

Two 4" diameter round posts, painted with Matthews Paint
Pewter MP19891, satin finish.

Concrete footing pad.

“pinching” the curved cabinet

header in place. Painted with
Matthews Paint Maize solid MP0O0053,
gloss finish.

brackets give the effect of |

3M Scotchlite Engineer-grade Reflective Sheeting in
Yellow for divider rules within messaging copy.

Environmental
Interpretive Center

Administration Bldg ]
Social Sciences Bldg
Visitor Parking P

For all messages,
mind this 1 1/2" righthand margin. |

Rules extend to righthand margin.

Master Signage Program

UNIVERSITY OF MICHIGAN-DEARBORN

Corbin Design

109 East Front 304
Traverse City, MI 49684

231 947.1236

SCALE: 1/2" = 1' (on a 11x17 sheet)

Side Elevation
Footing to be engineered and provided by fabricator.

Color Palette

B () W

Dark Blue Brushed Pewter Maize White
Aluminum

Reverse Elevation

Date Notes Document PAGE 11
09.19.06  Remainder of Array for UMR

Review i i
01.23.07 | Revisions for review VehICUIar GUIde’
04.13.07 | Final Submittal S ma | |

09.18.07 | Revised Final Submittal
Gx-2u 4¢ UMD

This sign type located on
vehicular corridors southwest
of Richard Dr.
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Logo graphics should follow art from

this document’s Graphic Standards page.

All header graphics are silkscreened in
Matthews Paint White (satin finish), Maize ‘

For all messages and rules, |
mind this 3 3/4" righthand margin. !

(gloss finish), and Tan (satin finish).

7 1/4" top message strip———— |

1 5/8" from bottom of message strip to its copy baseline —
Center arrows and symbols vertically with copy.

3 1/4' CH

6 1/2" message strips—

4'-9"

Henry Ford Estate
M

Y OF MICHIGAN-DEAI

Residence

Parking
Greenhouse

Tours - Visitors Ctr

®

Oval-shaped Concrete footing pad to grade;
surround extends 8" out from sign footprint.

Curved sign header. 1/8" thick aluminum walls,
minimum. Painted with Matthews Paint Dark Brown
metallic MP20156, satin finish.

gloss finish.

Aluminum dimensional rule element fits into reveal between
header and cabinet. Painted with Matthews Paint Tan
metallic MP20051, gloss finish.

Rectangular-shaped internally-illuminated aluminum cabinet.
1/8" thick walls minimum. Paint with Matthews Paint Dark
Brown metallic MP20156, satin finish.

3M Scotchlite Engineer-grade Reflective Sheeting in White
for letters and arrows.
Font: Helvetica Neue 77 Condensed Bold

Two 4" diameter round posts, painted with Tan metallic
MP20051, satin finish.

Concrete footing pad.

brackets give the effect of
“pinching” the curved cabinet
header in place. Painted with
Matthews Paint Tan metallic,

3M Scotchlite Engineer-grade Reflective Sheeting in

White for divider rules within messaging copy. T

Henry Ford Estate

IMnavERsITY OF MICHIGAN-DE

€< Residence

A Environmental
Interpretive Center

For all messages,
mind this 1 3/4" righthand margin. |

Rules extend to righthand margin
(except rule within header, as shown)."

N

Master Signage Program

UNIVERSITY OF MICHIGAN-DEARBORN

Corbin Design

109 East Front 304
Traverse City, MI 49684
231 947.1236

SCALE: 1/2" = 1' (on a 11x17 sheet)

Side Elevation
Footing to be engineered and provided by fabricator.

Color Palette

Dark Brown Tan Maize White

Date

01.23.07
04.13.07
09.18.07

Reverse Elevation

Notes

Revisions for review
Final Submitta
Revised Final Submittall

Document

PAGE 12

Vehicular Guide,

Small
Gx-2f 4@ Ford Estate



One triple-height message strip

Two standard-height message strips

Two-line Destination Listings
with Custom Line-spacing:

Environmental

51/4" Interpretive Center

vertically between each baseline

Fieldhouse &

Wellness Center

Fairlane Center
Campus

Single large message strip (quintuple-height)

To Fairlane Center One quadruple-height message strip ____Fairlane Center
% . Campus: 43/ Campus
S Ml | eft Lane Only
8 1/4" symbol 9
One standard-height message strip
Sign 006a Side B Sign 009a Side B
TO Main campus: Two standard-height message strips Welcome tO
6 3/4" 43/4" UM-Dearborn
Take Hubbard Dr. : : . . .
43/4" to Southbound One triple-height message strip 4 3/4 Fa"-lane center
" 4 3/4" c
43/4 ampus
Evergreen Rd. 14" rute ZIE" p .
41/4 School of Education 3" Cap Height
4 3/4"

School of Management

Font: Helvetica Neue 57 Condensed

Sign 103 Side A

UNIVERSITY OF MICHIGAN-DEARBORN

cotbin

Corbin Design

109 East Front 304
Traverse City, MI 49684
231 947.1236

Sign 110 Side B

SCALE: 1/2" = 1' (on a 11x17 sheet)

Dark Blue

09.19.06 | Remainder of Array for UMR
I | | | Review
Brushed Pewter Maize White 01.23.07 | Revisions for review
Aluminum 04.13.07  Final Submittal
09.18.07 | Revised Final Submittal S ma I I
Gx-2 ¢

Atypical Layouts

Vehicular Guide,



Top View

Example of graphic compositional layout
with "Admissions” listing

Maize background field and
Dark Blue graphics,
including symbol, for
Admissions listing.

< Kochoff Hall
€ University Center

Side A
(outside face)

solid MP00053, gloss finish.
Paint "DEARBORN" letters
Matthews Paint White, AR ORI
2 1/4" CH € Computer & Info Sci satin finish. Logo appears on all € Computer & Info Sci => Computer & Info Sci
. . four sides of cap. . . . .
€ Engineering Complex € Engineering Complex => Engineering Complex
1/8" thick aluminum plate sign panel,
= one-piece brake-formed into L-shape. = - —
A Academic Support Ctr All graphics are mask-and-spray painted: A Academic Support Ctr A Science Building
A Science Building Paint background Matthews Paint Dark A Science Building
Blue metallic MP22008, satin finish.
P Paint copy and arrows Matthews Paint White, satin finish. . ;
Side B |~ | s 1/2..4‘ A - ! : Side A Side B
(inside face) Paint Maize rule elements Matthews Paint Maize (outside face) (inside face)
shown blank Side A solid MP00053, gloss finish.
Font: Helvetica Neue 77 Condensed Bold
On outside face of sign panel:
9'-9 One 1/8" thick aluminum plate bracket attachment,
one-piece brake-formed into an L-shape. Bracket is
fastened to sign panel, which is fastened to post in
such a way that bracket-panel assembly can be easily changed.
Paint bracket Matthews Paint Maize solid MPO0053, gloss finish.
7'-0" 4" square aluminum post, painted Matthews Paint Pewter,
clearance MP19891.
Circular concrete footing pad to grade;
surround extends 8" out from signpost.
SIS WA
Gx-3a |_ UMD, L-Shaped Panel \/= —\Z_ Gx-3b — UMD, Single Panel
— = Footing to be engineered and provided by fabricator. .
Front vation Front Elevation
m
Master Signage Program Notes Color Palette Date Notes Document PAGE 14
Review
MJNIVERSITY OF MICHIGAN-DEARBORN rcoe o rene e 01.23.07 | Reviglors for review Pedestrian Guide
C Aluminum 04.13.07  Final Submittal Gx-3a |__ UMD,
Corbin Design 09.06.07 | Revised Final Submittal L-Shaped Panel
109 East Front 304 09.18.07 | Revised Final Submittal Gx-3b — UMD,
Traverse City, MI 49684 Single Panel
231 947.1236




Top View

2 1/4" CH

[

Side B
(inside face)
shown blank

9'-9

71-Q"
clearance

_________
Henry Ford Estate

lLNIVERSITY OF MICHIGAN-DEA
€ Tours - Visitor’s Center
=> Residence
=> Restaurant

3.5 1/2" Paint copy and arrows Matthews Paint White, satin finish.
A metallic MP20051, satin finish.

Paint White, satin finish. Block
M logo graphic appears on all
four sides of cap.

DEARBORN Henry Ford Estate

LNIVERSITY OF MICHIGAN-DE ORN

1/8" thick aluminum plate sign panel,
one-piece brake-formed into L-shape.
All graphics are mask-and-spray painted:
Paint background Matthews Paint Dark
Brown metallic MP20156, satin finish.

€ Restaurant

=> Residence

Side A

Paint Tan rule elements Matthews Paint Tan (outside face)

Font: Helvetica Neue 77 Condensed Bold

On outside face of sign panel:
One 1/8" thick aluminum plate bracket attachment,
one-piece brake-formed into an L-shape. Bracket is
fastened to sign panel, which is fastened to post in
such a way that bracket-panel assembly can be easily changed.
Paint bracket Matthews Paint Tan metallic MP20051, satin finish.

4" square aluminum post, painted Matthews Paint Dark
Brown metallic MP20156, satin finish.

Circular concrete footing pad to grade;
surround extends 8" out from signpost.

Henry Ford Estate

Y OF MICHIGAN-DEARBORN

€< Tours - Visitor’s Center

=> Restaurant

Side B
(inside face)

STRIM=7
Gx-3c |_ Ford Estate, L-Shaped Panel 7= —\Z<

Front wation

Master Signage Program

MJNIVERSITY OF MICHIGAN-DEARBORN

Gx-3d — Ford Estate, Single Panel

Footing to be engineered and provided by fabricator. .
d g P Y Front Elevation

Notes Color Palette Date Notes

SCALE: 1/2" = 1' (on a 11x17 sheet) - - - I:l 09.18.07 | Revised Final Submittal

Dark Brown Tan Maize White

C

Corbin Design

109 East Front 304
Traverse City, MI 49684
231 947.1236

Document

PAGE 15

Pedestrian Guide

Gx-3c | __ Ford Estate,
L-Shaped Panel

Gx-3d — Ford Estate,
Single Panel



Selected Actual Messaging Layouts:

Academic
Support
Center

734 0000
11/4"
3 1/2" arrow 6
3120 SV Science

cap height g 1/8"

_ Building

Cottages

Child Development

Center

0000

Sign 073

Fabricator is responsible for detailing precise

J internal cabinet and footing structure
and assembly in their shop drawings,
. . g ~ as well as engineering for structural integrity.
R - N
University N OO
. Center N
N NN h d back faces are brake-formed
1/4" white rule > blies with welded corners.
3" cap height ® Réflective vinyl maize background field lfzaascteesnfe-ltti (i)r\:eI’I;zteecr:;a'los'[r:rfgu;iedzzdi:rae
- and opaqueyigy| Dark Blue graphics, N secure fashizn that allolilvs removal of faces
6 1/4" including symbol, for,Admissions listing. o i
Font: Helvetica Neue Condensed Bold. 7 MXSEHEN
4 3/4" i
—_— CKInley FOOd COUI’t 6 1/2" tall maize field with “Admissions” v
4 3/4" i i message and symbol centered vertically.
mverSIty BOOKStore | Internal structure built from square
000 aluminum tubing, with horizontal
. P y'd supports as necessary (Fabricator to
53/4 23 determine number of supports).
s ST ~
= Zo QO SN
H DS NP
Top View S
_ _ _ _ _ ____ MESSAGING FOR THIS SIGN TYPE CAN BE RE8 0% 2T = .
7o g 90T, o 20T, o 2eT% o 207 o 2 e7<% | SINGLE-OR DOUBLE-SIDED DEPENDING ON S Lo S -
bno o T PCoigo s TP g s TP o s S Pge s TP s T % o <o Ps b2==+= Internal structure fits into sleeves
N0, %o e 06 e 06 e 06 "~ °=% LOCATION. 0o s TSN P TT e o L >
<&, tf’o <% L LS, s e = ¢, 2c_< embedded into concrete footing,
AR Ll L IR oS Tos oS ee P oS Pee o e S pos 7 o5 oos o Co 3 PLEASE SEE THE APPROVED SIGN LOCATION PLAN B NSATENY =% beo.=%5  allowing structure to be removed/
0T B P T P T Pl e B 02 To = 0<% | FOR FURTHER LOCATION AND MESSAGING P S so o | [So e r 2l replaced if necessary.
CeSco 20800 20850 ©0%oo 22> °o0 4 INFORMATION FOR EACH SIGN. ‘ooﬁ@"spw; S
S NP
Sturdy one-piece cabinet structure from at Exploded Vi o b L gzosttlgtgeealﬁ??on:asl ?:)c()tde:sddtiftl;)ge grade
; | | 1/8" thick alumi terial. X iew o :
Messagéntt_:rj] Sthu'ld notdexﬁgcd : S 1" e i ik ?: = mble Do Fabricator responsible for engineering and
DEARBORN e e alzri@nmargiln(:: Paint header Matthews Paint Brushed Aluminum = tstse I Yy 3 3 ; providing footing.
| metallic MP18073, satin finish. X D) EieElE
D : Paint all Maize elements Matthews Paint Maize
Digital art for Block M logo graphic G ‘ solid MP00053, gloss finish. _
to be provided by Designer. : ;al;;tzgggy Mta_ttr;_(evyshPalnt Dark Blue metallic
Paint: Matthews Paint Maize | o SEMIN T
solid MP00053, gloss finish. 3" ! . . . . .
Paint “DEARBORN” letters : All message copy is reflectlve vmyl using 3M Scotchlite 3_4"
Matthews Paint White 7" | Engineer-grade Reflective Sheeting in White.
satin finish. 2'-9 1/2" rule Font: Helvetica Neue 77 Condensed Bold. ‘ ‘
‘ " : / Surface of this sign is flat—no dimensional elements.
11" 51/2" ‘
header I
5/8"rule | 31/2 ‘
31/2" "
N 6 - -
1* 7 3/4» Cap height | Mardigian
(bottom of 51/2" I b
header to | rary
top of 7 3/4" ___—There should be 7 3/4" vertically
white rule) N between the baseline of the last line of
5i_3n ] 1/4"rule - Primary Messaging and the white rule.
3" 43/4" f
4'-37/8" cap height Jerkownz Ga”ery —— Subset listings (select sign locations only):
body 43/4 Club Cappuccmo 3M Scotchlite Engineer-grade Reflective Sheeting in
Ve White for letters and rule.
2'8 . Font: Helvetica Neue 57 Condensed
(top of white When subset listings do not occur, omit White rule.
rule to bottom
of sign) 4" cap height Stone bed (1/2" round stone) rectangle-shaped surround
address numerals, 10" with metal landscape edging to protect sign from
3M Scotchlite Engineer-grade typ lawn maintenance. Bed extends out 8" from sign face
Reflective Sheeting in Maize. ) on all sides.
Font: Helvetica Neue 77 B bolo "
Condensed Bold Ry — Side Elevation Reverse Elevation

UNIVERSITY OF MICHIGAN-DEARBORN

cotbin

SCALE: 1/2" = 1' (on a 11x17 sheet)

Corbin Design

109 East Front 304
Traverse City, MI 49684
231 947.1236

Footing to be engineered and provided by Fabricator.

Dark Blue Brushed Maize White
Aluminum

08.09.06
09.19.06

11.06.06
01.23.07
01.31.07
04.13.07
09.18.07

(single-sided sign)

to UMR Purchasing for Bid

Remainder of Array for UMR

Review

Building ID Messaging Specs
Revisions for review
Revised Dimensions

Building Identifier,

Freestanding
Ix-4a & UMD

Final Submittal
Revised Final Submittal



Selected Actual Messaging Layout:

Henry Ford Estate

MT\M\ ERSITY OF MICHIGAN-DEARBORN

Fairlane
Cottages

Child Development
Center

0000

Top View
o Z o Z o Z o Z o ERG
7,0 @ 0Tl o @ 0TSl o @ 0Tl o e 0Tl o a0
L 700 o p 700 &, 100N o, 0SS, 00 S S,
6 ne s S %% o s S e n S e e S Pone s Po
° oS0 oS0 oS0 oS0 o o
o Pt
%€, B
SN >
o 050.9 0 050.9 0 050.9 0 050.9 0 050.9 o
2008760702850 .085°0 228 500 22K s 0 g
oS S o oS S o oS S o oS S o oS S o o
- I e - R RIS
L QoS o, QP00 &, 00N o, 00N o, 20N o,

Messaging should not extend |
past the Tan rule margin

|
|
|
I
o |
|
Digital art for University logo graphic to be provided by Designer. ‘I
Paint Block M Matthews Paint Maize solid MPO0053, gloss finish. 0
Paint "UNIVERSITY OF MICHIGAN-DEARBORN” letters !
Matthews Paint White, satin finish. "

8%

4" }73'-4" rule
4 3/4"

2 3/4" cap height Henry Ford Estate

1/2" rule——=L3/4%

3/ 4" space M.TNI\'ERSIT\ OF MICHIGAN-DEARBORN

2 1/2" logo height

91/4"

3 1/2" cap height Mane
il Powerhouse
1/4" rule

cap ﬁ;ight abadl Fairlane Visitors Center

4" cap height
address numerals,
3M Scotchlite Engineer-grade 10"

MESSAGING FOR THIS SIGN TYPE CAN BE
SINGLE-OR DOUBLE-SIDED DEPENDING ON
LOCATION.

PLEASE SEE THE APPROVED SIGN LOCATION PLAN
FOR FURTHER LOCATION AND MESSAGING

INFORMATION FOR EACH SIGN. Exploded View
of Assembly

Sturdy one-piece cabinet structure from at
least 1/8" thick aluminum material.

Paint body Matthews Paint Dark Brown metallic
MP20156, satin finish.

Etch “Henry Ford Estate” copy 1/16"-3/8" deep and infill
with Matthews Paint in White, satin finish; digital art to be 3-4"
provided by Designer. ‘ ‘

Rule is permanently attached 1/2" square aluminum
bar painted Matthews Paint Tan metallic MP20051.

Digital art for University logo graphic to be provided by
Designer. Paint Block M Matthews Paint Maize solid
MP00053, gloss finish. Paint "UNIVERSITY OF MICHIGAN-
DEARBORN” letters Matthews Paint White, satin finish.

Message copy is reflective vinyl using 3M Scotchlite
Engineer-grade Reflective Sheeting in White.
Font: Helvetica Neue 77 Condensed Bold.

Subset listings (select sign locations only):

3M Scotchlite Engineer-grade Reflective Sheeting in
White for letters and rule.

Font: Helvetica Neue 57 Condensed

When subset listings do not occur, omit White rule.

Stone bed (1/2" round stone) rectangle-shaped surround
with metal landscape edging to protect sign from

lawn maintenance. Bed extends out 8" from sign face

on all sides.

not to scale

X

| Reflective Sheeting in Maize.
Font: Helvetica Neue 77 b 2o Nl“_‘ \N!:\ S\ belo,
Condensed Bold ° I ny.;‘« ati s- \\S\\ =
S §111\§/ \%r’\Q/ Vil

D—

,//X\\\\u !«V///X\\\\u I\ \‘////X\\\\u |/\/\/\

SCALE: 1/2" = 1' (on a 11x17 sheet)

UNIVERSITY OF MICHIGAN-DEARBORN

corbin

Corbin Design

109 East Front 304
Traverse City, MI 49684
231 947.1236

Side Elevation
Footing to be engineered and provided by Fabricator.

Dark Brown White Maize Tan

01.23.07
04.13.07
09.18.07

RN
° 0

Fabricator is responsible for detailing precise
internal cabinet and footing structure
and assembly in their shop drawings,
as well as engineering for structural integrity.

d back faces are brake-formed
blies with welded corners.

r internal structure and are
ace on top and sides, in a
that allows removal of faces

horizontal
(Fabricator to
pports).

L°.>=== Internal structure fits into sleeves
Z2” = embedded into concrete footing,
& allowing structure to be removed/
replaced if necessary.

o

/ Footing elements extend below grade

as state and local codes dictate.
Fabricator responsible for engineering and
providing footing.

Reverse Elevation
(single-sided sign)

Revisions for review

Final Submittal Bui|ding Identifier,

Revised Final Submittal

Freestanding
Ix-5a % Ford Estate



Manufacturing
Systems

Engineering Lab 0ld Fair Lane

Powerhouse

Ix-4bs ® UMD, Small

Ix-5bs @ Ford Estate, Small
(F

DEARBORN

For Ix-4bl and Ix-4bs,

paint sides of sign panel

Dark Blue, satin finish

and sides of backer plate Henry Ford Estate
University Maize, satin finish. ]

Center Estate Tours

Registration Office

For Ix-5bl and Ix-5bs,
paint sides of sign panel
Dark Brown, satin finish

and sides of backer plate
Tan, satin finish.

Front Elevation Side Elevation Front Elevation
Master Signage Program Color Palette Notes Document PAGE 18
SCALE: 1/2" = 1' (on a 11x17 sheet) 01.23.07  Revisions for review B |C| Id tf
04.13.07 | Final Submittal ulidin entirier,
MJNIVERSITY OF MICHIGAN-DEARBORN 09,18.07  Revised Final Submittal 9 '
c Wall-mounted
Corbin Design Ix-4bl ® UMD, Large
_}_09 East g_rtontM?;019684 Ix-4bs ® UMD, Small
131 947.3246 Ix-5bl 2 Ford Estate, Large
Ix-5bs @ Ford Estate, Small

(F)



L-shaped sign

Parking Lots

Top View

Side B
(outside face

Ix-6 sign locations | .

Diagram of proposed sign locations (birds’-eye view, not to scale)

Side A (two-sided g
the main vehicular pa allo d 0 ea 0 d 0 a ape. Bra 0 u 0
see if the lot category fits their parking need.

, and provia

fastened to sign panel, which is information regarding restrictions. Block M logo graphic:
fastened to post in such a way that 4 1/4" wide
3 1/8" cap height bracket-panel assembly can be easily Block M logo graphic
5 1/4" [P] Parking symbol diameter changed. Paint bracket Matthews | g0 grap o
Paint Maize solid MP00053, R 1/8" thick aluminum plate sign panel,
gloss finish. 2'23/4" rule —— o{1e-piece brake-formped intogL-sphape.
. All graphics are mask-and-spray painted:
] Paint Side A background Matthews Paint Brushed Aluminum DEARBORN
—_—_— metallic MP18073, satin finish.
= Paint all Maize elements Matthews Paint Maize
= = = Student Parking solid MP00053, gloss finish. Digital art for Block M logo graphic
= 7] [ Permit Required Paint Side B background and Side A copy Matthews Paint Dark to be provided by Designer.
g-— = = Blue metallic MP22008, satin finish. Paint: Matthews Paint Maize
] = =] Paint Side B copy Matthews Paint White, satin finish. solid MP00053, gloss finish.
L& » ot .| ; 3 1/8" cap height. Font: Helvetica Neue 77 Condensed Bold. ;a;tntthelaVIZA;?r(])thlvhiltzt,ters
iti i ide A Side A Side B Side B { For all messages, mind this 1 1/8" satin finish.
Ad(fjcl)f,losri‘g‘le nAﬁe;asgg; | - (outside| face) (inside face) (outside face inside face) righthand margin.

is blank)

On inside face of sign panel: Facu“y/Staff

Two 1/8" thick aluminum plate bracket attachments, one-piece
each, brake-formed into L-shapes. Brackets are fastened to sign

Parking

9-Q" panel, which is fastened to post in such a way that bracket-panel Permlt Requ"ed

assembly can be easily changed. Paint brackets Matthews Paint
Maize solid MP00053, gloss finish.

Additional messaging

7'-0" 3" square aluminum post, painted Matthews Paint Pewter, for Side B panel

clearance MP19891.

Circular concrete footing pad to grade;
surround extends 8" out from signpost.

- - Footing to be engineered and provided by fabricator.
Side A Elevation g g p y

SCALE: 1/2" = 1' (on a 11x17 sheet)

09.19.06  Remainder of Array for UMR
UNIVERSITY OF MICHIGAN-DEARBORN B | e | ||

Review i ifi
y Dark Blue Brushed Pewter Maize White 01.23.07 | Revisions for review Pa rkl n g Id e n t I fl e r’
cotbin Aluminum 04.13.07 | Final Submittal Ix-6a (@ Student,
i i 09.18.07 | Revised Final Submittal Faculty/Staff
Corbin Design

109 East Front 304
Traverse City, MI 49684
231 947.1236



Block M logo graphic:

L-shaped sign

DEARBORN

Top View

Side B Digital art for Block M logo graphic
(outside face to be provided by Designer.

is blank) Paint: Matthews Paint Maize

solid MP0O0053, gloss finish.

Paint "DEARBORN" letters
Matthews Paint White,

Side A (two-sided gr;

by drivers along the mai
This allows drivers to e
category fits

10 3/8" [P] Park

ets, gloss finish.

| glossfinish. |BlockMlogographic | 5, 5., /| one-piece brake-formed into L-shape.  satnfinsh. | | [ Painted
- All graphics are mask-and-spray painted: e Tan rule
‘. M Paint Side A background Matthews Paint Brushed Aluminum ‘" o and Maize
\ metallic MP18073, satin finish. Henry Ford Estate “M” satin
" L. Paint all Maize elements Matthews Paint Maize O e — finiéh
31/4 Visitors to solid MP00053, gloss finish. '
cap height . . Paint Side B background and Side A copy Matthews Paint Dark Visit t
ViSitOI’S tO ViSitOI'S tO AdmISSIOI'IS Blue metallic MP22008, satin finish. ISITOrs 10 White
Paint Side B copy Matthews Paint White, satin finish. 0 Henry Ford ainted
issi issi = Visitors to P
Admissions Admissions Permit Parking Estate copy, satin
and and / Font: Helvetica Neue 77 Condensed Bold Henry Ford Student Permit finish.
= = . -6 uaent Fermi
Permit Permit 8:00 am—6:00 pm Estate Parking Allowed
P k P k Monday-Friday Font: Helvetica Neue 57 Condensed g b
arking arking [ here Indicated
|
Side A Side A Side B Side B ide|A Side B
(outside face) (inside face) (outside face inside face) (inside Yace) (inside face)
is blank) . P
Dark Brown paint, satin finish.
Dark Brown paint,
On inside face of sign panel: satin finish.
Two 1/8" thick aluminum plate bracket attachments, one-piece
10'-3" each, brake-formed into L-shapes. Brackets are fastened to sign T .
4 panel, which is fastened to post in such a way that bracket-panel ?nfl:_’a_'nrf'
assembly can be easily changed. Paint brackets Matthews Paint satin finish.
Maize solid MP00053, gloss finish.
7'-0" 4" square aluminum post, painted Matthews Paint Pewter,
clearance MP19891.
Circular concrete footing pad to grade;
surround extends 8" out from signpost.
Sign 031 .
R R ooting to be engineered and provided by fabricator.
Side A Elevation g Footi b i d and ided by fabri Sign 079
SCALE: 1/2" = 1' (on a 11x17 sheet) - I:l -:- | | | 01.23.07 | Revisions for review . .
04.13.07  Final Submittal
UNIVERSITY OF MICHIGAN-DEARBORN _ e oo ene e Da1a.0y | Reoweed mnay Subital Parking Identifier,
cotbin Aluminum Ix-6b @ Visitor
Corbin Design

109 East Front 304
Traverse City, MI 49684
231 947.1236

Dark Brown Tan



41/

3" cap height

2'-8 1/2"

3 1/2" arrow

43/4"

Reserved Blue metallic MP22008, satin finish.
Parking fOI‘ Paint copy Matthews Paint White, satin finish.

Admissions solid MP00053, satin finish.
Visitors

&

9'-8 1/2"

DEARBORN

All graphics are mask-and-spray painted:
Paint panel front and back Matthews Paint Dark

L

Paint "M” and rule line graphics Matthews Paint Maize

Font: Helvetica Neue 77 Condensed Bold

One 1/8" thick aluminum plate bracket attachment,
brake-formed with flat top cap. Bracket fastens sign
panel to post with hidden fastenings.

Paint bracket Matthews Paint Maize solid MP0O0053, gloss finish.

\
\

4" square aluminum post, painted Matthews Paint Pewter,

1'-8 1/4"
square panel

2" cap height

2 3/4" arrow

Visitor
Parking

Student Permit
Allowed

Kindergarten
Drop-off/
Pick-up

Only

€«

v

Reserved

Parking for
Admissions

Visitors

->

S~
\

DEARBORN

All graphics are mask-and-spray painted:

Paint panel front and back Matthews Paint Dark
Blue metallic MP22008, satin finish.

Paint copy Matthews Paint White, satin finish.

Paint “M” and rule line graphics Matthews Paint Maize

solid MP00053, satin finish.

Font: Helvetica Neue 77 Condensed Bold

Panel fastened directly to post using VHB tape.

Metal fasteners may penetrate sign panel, but must

do so discreetly, and must be painted Dark Blue
on front face of sign panel. Fasteners must not
interrupt message copy.

2 1/2" square aluminum post, painted Matthews Paint Pewter,

MP19891. MP19891.
71-.g" 710"
clearance clearance
Circular concrete footing pad to grade; Circular concrete footing pad to grade;
surround extends 8" out from signpost. surround extends 8" out from signpost.
NS s
Ix-6c @ Guide [—t .\ Vi~ ) ) ) ) Ix-6d ) Reserved Space RNY/—— \Y¥ ) ) ) )
- Footing to be engineered and provided by fabricator. . . Footing to be engineered and provided by fabricator. .
Front ation g 9 P Y Reverse Elevation Marker Front ation 9 g P Y Reverse Elevation

MJNIVERSITY OF MICHIGAN-DEARBORN

23

SCALE: 1/2" = 1' (on a 11x17 sheet)

Corbin Design

109 East Front 304
Traverse City, MI 49684
231 947.1236

Dark Blue

— 1 e ] ]

Brushed
Aluminum

Pewter

Maize

White

01.23.07 | Revisions for review
04.13.07  Final Submittal
09.18.07 | Revised Final Submittal

Parking Identifier
Ix-6c (@ Guide

Ix-6d () Reserved Space
Marker



.
Top View
S P SIS
L 700 S &5 00 S &5 0S8 &5 0SS, TS S,
oo o Jo oo o Jo s o Qo= o
PN s PN s PN Tos PN s YN o %
o Z&, e %
g
Block M logo graphic: o 2, | > -,
©.900.7,°5.992.7 95,9927 05 .990.7 ;05 0227 0 g
oS S o0 S o0 S o 0SS S o0 S o 09
7,0 @ 0Tl o @ 0TSl o @ 0Tl o e 0Tl o a0
b 700 S &5 700 S &5 7008 &5 700N &5 TP S,
Messaging should not extend !
. B |
DEARBORN past the Maize and White |

Digital art for Block M logo graphic
to be provided by Designer.
Paint: Matthews Paint Maize

rule margins |

4'-0"

solid MP00053, gloss finish. 3"

Paint "DEARBORN" letters
Matthews Paint White,

-
\7 29 1/2" rule — |

satin finish.
1:‘1-- 51/2" : /
L |
5/8" rule ﬂ ‘ I
31/2" 6" a
cap height 4M0I‘Itelth
sl Visitor Parking
1/4" rule 21/4" _

4'-31/4"

cap ﬁ;ight Ml  Free Parking
4

1'-3 1/4" symbol
6 1/2" arrow E

UNIVERSITY OF MICHIGAN-DEARBORN

d
\/§

IS IDENTICAL TO THAT OF THE Ix-4a

SIGN TYPE. B

MESSAGING FOR THIS SIGN TYPE CAN BE
SINGLE-OR DOUBLE-SIDED DEPENDING ON
LOCATION.

PLEASE SEE THE APPROVED SIGN LOCATION PLAN
FOR FURTHER LOCATION AND MESSAGING
INFORMATION FOR EACH SIGN.

Sturdy one-piece cabinet structure from at
least 1/8" thick aluminum material.

Paint header Matthews Paint Brushed Aluminum
metallic MP18073, satin finish.

Paint all Maize elements Matthews Paint Maize
solid MP00053, gloss finish.

Paint body Matthews Paint Dark Blue metallic
MP22008, satin finish.

All message copy is reflective vinyl using 3M Scotchlite
Engineer-grade Reflective Sheeting in White.

Surface of this sign is flat—no dimensional elements.

Font: Helvetica Neue 77 Condensed Bold

Font: Helvetica Neue 57 Condensed

Stone bed (1/2" round stone) rectangle-shaped surround
with metal landscape edging to protect sign from

lawn maintenance. Bed extends out 8" from sign face

on all sides.

— W
&

Exploded View

S
o
N
B

of Assembly

not to scale

X

Fabricator is responsible for detailing precise
internal cabinet and footing structure
and assembly in their shop drawings,
as well as engineering for structural integrity.

d back faces are brake-formed
blies with welded corners.

r internal structure and are
ace on top and sides, in a
that allows removal of faces

horizontal
(Fabricator to
upports).

L°.>=== Internal structure fits into sleeves

o=
o
Q.

/Q—’

Oﬂ“
=85,

o~ = embedded into concrete footing,
allowing structure to be removed/
replaced if necessary.

o

Footing elements extend below grade

/ as state and local codes dictate.

Fabricator responsible for engineering and
providing footing.

7
11\

| NN N RS
- Nlnv-‘-"’iﬁ' 4"
YA =V

T

Sign 058 ) N
,//X\\\\u\ \/\/\‘////X\\\\u\ \/\/\‘////X\\\\
SCALE: 1/2" = 1' (on a 11x17 sheet)
corbin

Corbin Design

109 East Front 304
Traverse City, MI 49684
231 947.1236

Side Elevation

Footing to be engineered and provided by Fabricator.

Dark Blue Brushed Maize White
Aluminum

01.23.07
04.13.07
09.18.07

Reverse Elevation
(single-sided sign)

Revisions for review
Final Submittal i ifi
R:\?ised F?;;ItaSubmittal Pa rkl ng Identlﬂer

Ix-6e (@ Monteith,
Freestanding



Existing Condition
-

Photorendering of Proposed Installation

Parkin

ENTRANCE CLEARANCE 6'-11"

approx.

111"

201"

29'-0"
(should be verified)

2'-6 1/2" diameter parking symbol

% THIS SIGN IS INTERNALLY-ILLUMINATED

6" deep cabinet constructed of at least 1/8" thick
aluminum. Dimensional parking symbol projects additional 3"
proud of cabinet face.

All copy is white push-through flush acrylic,
illuminated to glow white at night.
Font: Helvetica Neue 77 Condensed Bold

Dark Blue to be painted satin finish, Maize to be
painted gloss finish.

Fabricator is responsible for detailing precise
internal cabinet structure, electrical componentry,
and assembly in their shop drawings,

as well as engineering for structural integrity.

UNIVERSITY OF MICHIGAN-DEARBORN

Front Elevation

01.23.07 | Revisions for review

SCALE: 1/2" = 1' (on a 11x17 sheet) ) - . .
I | | 04.13.07 | Final Submittal Pa rk|ng Identifier

v Dark Blue Brushed Maize White 09.18.07 | Revised Final Submittal
cotrbin Aluminum Ix-6f () Monteith, Overhead

Corbin Design

109 East Front 304
Traverse City, MI 49684
231 947.1236



L-shaped sign

L-shaped sign

Block M logo graphic:

Top View Top View

DEARBORN Side B
(outside face)

ide B

rt for Block M logo _graphi
inside face)

Side A (two-sic
and pedest
acting as

- | Shljadis Shuttle StOp solid MP00053, gloss finish.
Side A symbol diameter South Paint Side B background and Side A copy Matthews Paint Dark
B . Blue metallic MP22008, satin finish.
(outside face) Runs Fall-Spring Paint Side B copy Matthews Paint White, satin finish.

2 3/8" cap height M-Th 9am-6pm

Side B
inside face)

Shuttle Stop
North

Runs Fall-Spring
M-Th 9am-6pm

Side B
(inside face)

Fonts: Helvetica Neue 77 Condensed Bold

1/8" (th.) aluminum bracket attachment
and Helvetica Neue 57 Condensed.

identifies SMART Bus stop. Painted Maize
bracket and Red sign panel background,
with White opaque vinyl graphics.
Graphics for SMART Bus ID are two-sided.

Shuttle €

§For all messages, mind this 1 1/8"
§righthand margin. Side A
(inside face)

l Four 1/8" thick aluminum plate bracket attachments,
one-piece each, brake-formed into L-shapes. Brackets
Side A are fastened to sign panel, which is fastened to post in
(outside face) such a way that bracket-panel assembly can be easily changed.
Paint brackets Matthews Paint Maize solid MP00053, gloss finish.

Side A
(inside face)

Side A
(inside face)

710"
clearance

3" square aluminum post, painted Matthews Paint Pewter,
clearance MP19891.

—— Same as Ix-7m, but shorter

Circular concrete footing pad to grade;
post, without SMART Bus ID.

surround extends 8" out from signpost.

S ZLiill
. N AN .
Ix-7m =~ Main N . ) ) ) Ix-7f =~ Fairlane
. . . 25 . Footing to be engineered and provided by fabricator.
Side A Elevation Side B|Efevation 9 g P Y
Zi
Notes Color Palette

Date Notes Document PAGE 24
09.19.06 | Remainder of Array for UMR

SCALE/Z = T (ema Abar shee N () & ] ] e eview i ifi
MJNIVERSITY OF MICHIGAN'DEARBORN Dark Blue Brushed Pewter Maize White Red 01.23.07 Eevisions for review Tra ns It Id en t I fl er
C Aluminum 04.13.07 | Final Submittal Ix-7m =~ Main

09.18.07 | Revised Final Submittal

Master Signage Program

Corbin Design Ix-7f =~ Fairlane
109 East Front 304
Traverse City, MI 49684
231 947.1236




DEARBORN

Digital art for Block M logo graphic
to be provided by Designer.

Paint: Matthews Paint Maize

solid MP00053, gloss finish.

Paint "DEARBORN” letters
Matthews Paint White,

satin finish.
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39"
) 3-Q" )

1 4/8" bracket width
Y" logo width

2 1/4" cap height 91/2"
3 1/2" [I] Information symbol diameter

6'-10 1/2"

iy

Master Signage Program

MJNIVERSITY OF MICHIGAN-DEARBORN

M Campus Information J

Font: Helvetica Neue 77 Condensed Bold

Two 1/4" thick aluminum dimensional C-shaped brackets securely
and permanently attached to header (see Rear View, left, for
how brackets wrap around header). No visible fasteners.

Painted Matthews Paint Maize solid MP00053, gloss finish.

Rectangular box reveal between header and cabinet, painted
Matthews Paint Dark Blue metallic MP22008, satin finish.

APCO Visuline (series 2300) cabinet (or equal) 36" square, with fittings
to install changeable large format, digitally printed, UV coated,

1200 DPI print laminated to a rigid 10 mil substrate.

Cabinet to have 1/4" clear tempered glass hinged door with

stainless steel lock. Cabinet painted Matthews Paint Pewter, MP19891.

Map shown for position only; Owner to provide artwork.

4" radius posts with 1/2" reveals painted Matthews Paint
Pewter, MP19891.

Concrete footing pad

[I] Information symbol painted Matthews Paint White and Dark Blue metallic MP22008, satin finish.

1/8" (th.) fiberglass panel with
encapsulated information graphic.

Panel held by aluminum angle

retainers that are painted Matthews Paint
Dark Blue metallic MP22008, satin finish.

Corbin Design
109 East Front 304
Traverse City, MI 49684

231 947.1236

SCALE: 1/2" = 1' (on a 11x17 sheet)

Footing to be engineered and provided by fabricator. . .
g g P Y Side Elevation

Color Palette

B () /W ]

Dark Blue Brushed Pewter Maize White
Aluminum

Date
09.19.06
01.23.07

04.13.07
09.18.07

Reverse Elevation

Notes Document

PAGE 25

Remainder of Array for UMR

Review KlOSk Notice

Revisions for review i
Directory, New

Final Submittal
Revised Final Submittal
Nx-1 (W)




Additional Instructions for One Location Only: Sign 059

Information

Remove yellow “Visitor Phone” header

6 7/8" [V]

Visitor Phone

symbol addition

Phone, directory, and map
holder to remain.

Protect these items during
repainting of this kiosk.

]
|
B
©

®

[1] and [V] symbols —

Example Photo of Existing Condition Photorendering of located below map holder

Proposed Retrofit Treatment on this side.

Block M logo graphic:
Top View
I
Side Elevation Side Elevation
Photo of Existing Condition
DEARBORN

Digital art for Block M | hi
tolgt;eap?(:vidoerd b(;cDeSi;r?:r.grap ¢ Header portion painted Matthews Paint Brushed Aluminum metallic MP18073, satin finish.
Paint: Matthews Paint Maize
So!'d IXIP00053' glt’),sls finish. “Campus Information” label on header:
Palnth DEAREORNh_ etters. finish 1/8" wide Painted Matthews Paint Dark Blue metallic MP22008, satin finish.
Matthews Paint White, satin finish. Block\M logo graphic Font: Helvetica Neue 77 Condensed Bold
2 3/8" “Campus Information” cap height [1] Information symbol painted Matthews Paint White and Dark Blue metallic MP22008, satin finish.
4 1/8" [I] Information symbol diameter Campus Information

3 1/8" bracket height

Two 1/4" thick aluminum dimensional C-shaped brackets securely
and permanently attached to header. No visible fasteners.
Painted Matthews Paint Maize solid MP0O0053, gloss finish.

6 7/8" [1] Information symbol diameter

symbol painted onto both sides).
8" wide APCO® notebar element (or equal) (sy P )

securely and permanently attached to face
of kiosk cabinet window for temporary postings.

Notebar color to match Maize. 2'-9" [1] Information symbol diameter

Face, sides, and back of kiosk unit painted Matthews Paint Dark Blue metallic MP22008, satin finish.

1/2" rule painted Matthews Paint Maize solid MP0O0053, gloss finish.

Existing kiosk unit is approximately 6'-6" tall,
4'-0" wide, and 2'-0" deep. Fabricator
responsible for surveying existing onsite

_ conditions and taking accurate measurements.

Fabricator to specify whether unit can be retrofitted on-site

Front Elevation or must be removed for servicing. Side Elevation Reverse Elevation
SCALE: 1/2" = 1' (on a 11x17 sheet) | | | 06.16.06 | for Cost Estimate Kiosk Notice
- 01.23.07 | Revisions for review
UNIVERSITY OF MICHIGAN-DEARBORN _ 04.13.07  Final Submittal . fi
cotbin Aluminum 09.18.07 | Revised Final Submittal Directory, Retrofit
Corbin Design Nx-2 B

109 East Front 304
Traverse City, MI 49684
231 947.1236



UNIVERSITY OF MICHIGAN-DEARBORN

UNIVERSITY OF MICHIGAN-DEARBORN |

_SAB FILM

HARRY POTTER & TGOF

FEB 22&23 7PM UC

Photorendering

of Proposed Retrofit Treatment

corbin

Corbin Design

109 East Front 304
Traverse City, MI 49684
231 947.1236

SCALE: NOT TO SCALE

Dark Blue

Header portion painted Matthews Paint Brushed Aluminum
metallic MP18073, satin finish.

Painted copy and graphics on header:

Dark Blue to be Matthews Paint Dark Blue metallic MP22008, satin finish.

Block M to be Matthews Paint Maize solid MP0O0053, gloss finish.
Digital art for Block M logo graphic to be provided by Designer.

C-shaped “brackets” are flat graphics, painted
Matthews Paint Maize solid MP00053, gloss finish.

Sides and support base of marquee unit to be painted
Matthews Paint Dark Blue metallic MP22008, satin finish.

Options for retrofitting letterboard:

L

The University of Michigan - Dearhorn
_SAB FILM

Photo of Existing Condition

1) Inexpensive: Buy new letter inserts in a dark blue color to match the new system design.

2) More expensive: Insert one or more LED digital message center units into the existing sign

(Cost: $15,000 to $20,000 per sign face).

Fabricator responsible for surveying existing onsite
conditions and taking accurate measurements.

Fabricator to complete retrofit activity onsite.

Brushed Maize
Aluminum

09.19.06

01.23.07
04.13.07
09.18.07

Remainder of Array for UMR
Review

Revisions for review

Final Submittal

Revised Final Submittal

Marquee Notice,
Retrofit

Nx-3C Central Entrance Location

oo
©)



UNIVERSITY OF MICHIGAN-DEARBORN

R Lol

UNIVERSITY OF MICHIGAN-DEARBORN d

Photorendering
of Proposed Retrofit Treatment

corbin

Corbin Design

109 East Front 304
Traverse City, MI 49684
231 947.1236

SCALE: NOT TO SCALE

Dark Blue

" Uo
.4 " FIELD H

Photo of Existing Condition

Header portion painted Matthews Paint Brushed Aluminum
metallic MP18073, satin finish.

Painted copy and graphics on header:

Dark Blue to be Matthews Paint Dark Blue metallic MP22008, satin finish.
Block M to be Matthews Paint Maize solid MP0O0053, gloss finish.

Digital art for Block M logo graphic to be provided by Designer.

C-shaped “brackets” are flat graphics, painted
Matthews Paint Maize solid MP00053, gloss finish.

Sides and support post of marquee unit to be painted
Matthews Paint Dark Blue metallic MP22008, satin finish.

Fabricator responsible for surveying existing onsite
conditions and taking accurate measurements.

Fabricator to complete retrofit activity onsite.

Brushed Maize
Aluminum

09.19.06

01.23.07
04.13.07
09.18.07

Remainder of Array for UMR
Review

Revisions for review

Final Submittal

Revised Final Submittal

Marquee Notice,
Retrofit

Nx-3S South Entrance Location

oo
(s)



. Original Design Drawing from Huron Sign Co.
Header Construction SCALE: NOT TO SCALE; NOTED DIMENSION FIGURES ARE CORRECT
SCALE: NOT TO SCALE

Custom-fabricated curved header cap slips onto existing X
@ ~ cabinet and is permanently attached. No visible fasteners. Painted DJIF c H n H E EABLE E-"A‘. E HT EI'E H

Matthews Paint Brushed Aluminum metallic MP18073, satin finish

L5 o
1/2" high portion of cabinet header painted Matthews Paint 1l § | |
Dark Blue metallic MP22008, satin finish.

1% a3 i 411

HUROKN

| 4835 MANSILD
Two 1/8" thick aluminum dimensional C-shaped brackets securely | RO 'f"l'- ""-"-"_‘"]
and permanently attached to header. No visible fasteners. | FreLAHIL B EE1WE

Painted Matthews Paint Maize solid MP00053, gloss finish. | :!'"::;'."_,‘_‘TJ.,"F:.:':‘:;

TAN THA-480-508-4
o'y Pig Lot ig® (0¥

T : @"

FRTEANATIONLL
bR

ASLOL TN

Block M logo graphic:

Top View
DEARBORN
“Campus Events” label on header:
N . Painted Matthews Paint Dark Blue metallic MP22008, satin finish.
Digital art for Block M logo graphic Font: Helvetica Neue 77 Condensed Bold
to be provided by Designer.
Paint: Matthews Paint Maize
solid MP00053, gloss finish.
Paint "DEARBORN” letters
Matthews Paint White, 6 3/4"
satin finish. .
3 g{ggkwpzde ‘ 1 1/8" “Campus Events” cap height
logo graphic l 2" bracket
1
rve Existing cabinet painted Matthews Paint Pewter, MP19891 on all sides
I-/I/ and inside back walls such that blank insert cells show Pewter.
E— Remove existing wave-shaped footer.
Posts painted Matthews Paint Pewter, MP19891. (. i B T B [ R Tt} [ PURACE T i P 0 CCREP
P 2 VAR Sk A ¥ 1 LPLARRLE T3 Ry cray o s o e APPROVED Y
HFETLLDT 0 MY ERTTR OHCRT TS BT X0 LTl i RIS S LT A
(= R J.l'-lr.‘-'."l'.ll.'u'-hl-l-\.'l"- A 1M ISR “.l.-"-ﬁ"-.‘u"‘-"- =1 ] mrE -
# OF ST 5 [RETURM DEPTH 4" o/ RACEWAY OOLOR N A DEDGMER 5 WILKE
FACE COLOR  Paes a73 1/ Paes 504 IVPE OF INGTALL QURECT BURLAL POS TS TRAMSFORMER M A& _DwIE 122805
BETURM O0oL0R  paas a7 |TYPE OF PACE AL pesiuing | LEXAN  BALLAST MA OB MOL aaT2
- RETAINER COLOR Puts 423 RACEWAY D M L MA (COMMENTS: JOB NAME s D487 ]
. MEQMN COLOR  MA HOUSINGS WA SPSERROM. ROMN SHORT |SDORESE  DEARBORM M
Front Elevation
SCALE: 1/2" = 1' (on a 11x17 sheet) - |:| -:- | | | 09.19.06  Remainder of Array for UMR
Review
UNIVERSITY OF MICHIGAN-DEARBORN 7 wte 01.23.07  Revisions for review Temporary
cofbifi Aluminum 04.13.07  Final Submittal i
Corbin Design 09.18.07 | Revised Final Submittal Event NOtlce’
109 East Front 304 Retrofit Existing

Traverse City, MI 49684

Nx-4a <E> Campus Events
231 947.1236



Area Clipping from Sign Location Plan

Existing Condition - Existing Condition

AC ation Bldc

ENTRANCE CLEARANCE 6'-11"

or P2 ) P : Gy . Monteith

Visitor Parking _

4¢ Sign 055 ® Sign 058 @ Sign 58a

- On guide signs, always list Monteith Structure as - Full name of structure can be displayed here, as - Called "Visitor Parking” here:
“Visitor Parking [P]” space now allows. 1) for economy of space, and
- Graphic [P] symbol and arrow make parking 2) because this sign will act as a beacon to
access clear for first-time visitors. drivers on Monteith Blvd. in advance of Sign 055.
- “"Free Parking” is noted for first-time visitors. Thus, messaging should reflect what is shown

on guide signs.
- Sign is internally illuminated to be visible at night.
- Dimensional graphic [P] symbol makes parking
access clear for first-time visitors.

SCALE: NOT TO SCALE - I:l .:- | | | 01.03.07 | Renderings for initial review
01.23.07 | Revisions for review i
UNIVERSITY OF MICHIGAN_DEARBORN ¢ Dark Blue Brushed Pewter Maize White 04.13.07  Final Submittal SeIeCted Slg n
cotbin Aluminum 09.18.07  Revised Final Submittal Layouts -1
Corbin Design Identification for Visitor
109 East Front 304 Parking at Monteith Structure

Traverse City, MI 49684
231 947.1236



Sign Locations:

® Visitors to M

Visitors to Admissions Reserved
Admissions and : Parking for M I
d Permit Parking Admissions Reserved Reserved
an . . o Parking for Parking for
Permit 8:00 am—6:00 pm Visitors Admissions Admissions
. Monday—Friday Visitors Visitors
Parking W €« > «
Side A Side B B

(inside face) (inside face)

Visitors to
Admissions
and
Permit
Parking
Side A Side B
t (outside face) (outside face
is blank)
@ Sign 031 @ Sign 031a @ Sign 031b @ Sign 031c
Master Signage Program Color Palette Document PAGE 31
SCALE: 1/2" = 1' (on a 11x17 sheet) - I:l - | | | giigg; :}ievilsiggs f?r rtleview .
UNIVERSITY OF MICHIGAN-DEARBORN W mcnie et rewr v 051507 revsed s | O€1€CEE SigN
C Aluminum Layouts _ 2
fg;l’é;‘s?srs;g:3o4 Parking for Admissions Visitors
Traverse City, MI 49684 (Lot E5)
231 947.1236




Visitors to
Henry Ford
Estate

Side A
(inside face)

Visitors to
Henry Ford
Estate

Side A
(outside face)

Henry Ford Estate

IMINIVERSITY OF MICHIGAN-DEARBORN

Visitors to
Henry Ford
Estate
Student Permit

Parking Allowed
Where Indicated

Side B
(inside face)

Side B
(outside face
is blank)

Lot Information

VISITOR
PARKING

ONLY TODAY

Students,
Please Use
Other Lots

Honry Ford Eatato
e

Welcome to the
Manchester-Wilson
Wedding Ceremony!

@ Sign 079

UNIVERSITY OF MICHIGAN-DEARBORN

corbimn

Corbin Design

109 East Front 304
Traverse City, MI 49684
231 947.1236

a) Sign shown with temporary inserts

for HFE event dates P Sign 079b

SCALE: 1/2" = 1' (on a 11x17 sheet)

Dark Blue

Lot Information

Henry state
M

‘WELCOME,
VISITORS

Please Fark

Fere

b) Sign shown with standard inserts

N ([ ) .

Brushed
Aluminum

M
Visitor
Parking

Student Permit
Allowed

@ Sign 079a Quantity:35

White

Revisions for review

Revised Final Submittal

Selected Sign
Layouts - 3

Parking for Henry Ford Estate
Visitors and Students
(Lot G)



Area Clipping from Sign Location Plan

The pedestrian pathway to Admissions runs from
Visitor Parking at the Monteith Structure to the

door of the University Center. Pedestrian guide signs
compose the majority of signs along the pathway,
until the visitor reaches the University Center building,
where building identifier signs confirm that they have
reached the correct destination.

Structure yigitor
(Open)  parking

It is recommended that a series of wall-mounted signs
be used within the buiding if the Admissions office is not
easy to find. These interior signs should continue the
aethetics of the exterior signs for consistency (i.e. the
Maize background field and the symbol should be used).

=> Kochoff Hall
=> University Center

University
Center

University
Center

Kochoff Hall
McKinley Food Court
University Bookstore

Master Signage Program Color Palette Notes Document PAGE 33

01.31.07 | Paw Print Symbol Option
MJNIVERSITY OF MICHIGAN-DEARBORN CW e 0413.07  Final Submitta Pedestrian
Aluminum 09.18.07

Revised Final Submittal Pathway to
Admissions

Corbin Design

109 East Front 304
Traverse City, MI 49684
231 947.1236




